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Abstract: Despite their well-known energy advantages, spiking neural networks (SNNs) still fall short of conventional artificial neural 

networks in detection accuracy for on-orbit remote sensing, limiting their use on power-constrained satellites. To address this gap, we 

present SpikeYOLO-C2TCA, an improved SNN detector built upon the SpikeYOLO backbone. The core of our method is a new attention 

module, SpikeTCA, which operates directly on membrane potentials. It combines three complementary descriptors—direction-aware 

pooling, multi-scale depthwise convolution, and temporal convolution—and fuses them through cross-temporal self-attention and a light-

weight channel MLP to enhance feature discriminability and suppress background clutter. In addition, we introduce a SpikeC2fCIB module 

that employs a five-layer depthwise-separable bottleneck following a split–process–merge structure, leading to better feature reuse, gra-

dient flow, and computational efficiency. On the RSOD dataset, SpikeYOLO-C2TCA reaches an mAP50 of 96.7% and an mAP50-95 of 63.7%, 

exceeding the SpikeYOLO baseline by 6.6 and 1.2 percentage points, respectively. Overall, SpikeYOLO-C2TCA delivers better detection ac-

curacy than the baseline while consuming less energy, offering a practical lightweight solution for edge platforms such as on-orbit satellites 

and long-endurance unmanned aerial vehicles. 
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1. Introduction 

Satellite Earth observation has entered an era characterized 
by multi-satellite constellations, high-resolution imaging, real-
time response, and global coverage. On-board data processing has 
emerged as a primary approach to enhancing the real-time capa-
bilities of remote sensing data handling. However, challenges such 
as limited computational resources, stringent real-time require-
ments, and the unique space environment pose significant obsta-
cles to on-orbit intelligence [1]. Object detection in high-resolu-
tion remote sensing imagery has become a crucial direction for 
spatial information acquisition, with applications spanning traffic 
planning, precision agriculture, military reconnaissance, and 
ocean management [2]. 

In recent years, deep learning-based object detectors, partic-
ularly Convolutional Neural Networks (CNNs) such as the R-CNN 
series [3–5] and the YOLO (You Only Look Once) family [6–9], have 
achieved remarkable accuracy. Nevertheless, their reliance on 
dense Multiply-Accumulate (MAC) operations results in high com-
putational costs and energy consumption, severely restricting de-
ployability on resource-constrained spaceborne or edge platforms. 

Spiking Neural Networks (SNNs) offer a compelling alterna-
tive due to their event-driven computation: neurons transmit in-
formation via sparse binary spikes and consume energy only upon 
activation, drastically reducing power consumption [10]. Among 
recent SNN-based detectors, SpikeYOLO [11] stands out as a pio-
neering work that successfully integrates the YOLO architecture 
into the spiking paradigm while preserving the inherent energy 
efficiency of SNNs. It achieves a favourable balance between detec-
tion performance and computational cost, making it a strong can-
didate for on-orbit and edge applications. 

However, when directly applied to remote sensing imagery, 
SpikeYOLO still exhibits a notable accuracy gap compared to main-
stream Artificial Neural Network (ANN) detectors. This is primar-
ily due to two challenging characteristics of remote sensing data. 
First, severe scale variation: objects such as aircraft, overpasses, 

and oil tanks can occupy vastly different pixel areas within the 
same scene, making it difficult for the baseline SNN backbone to 
capture multi-scale contextual information effectively. Second, 
complex background clutter: remote sensing images often contain 
abundant irrelevant textures, e.g., roads, vegetation, and water 
surfaces, that interfere with object localization, leading to false 
positives and missed detections. These issues constrain 
SpikeYOLO's detection precision and recall in real-world remote 
sensing scenarios. 

To address these limitations, we propose SpikeYOLO-C2TCA, 
an enhanced SNN detector that introduces two spiking-compati-
ble modules built upon the SpikeYOLO architecture: 

SpikeC2fCIB, a spiking adaptation of the C2fCIB structure 
from YOLOv10 [12]. It employs a split-process-merge paradigm 
with SpikeCIB bottleneck blocks that incorporate depthwise sepa-
rable convolutions and residual connections. This design enriches 
multi-scale feature representations and improves the model’s 
ability to handle objects of varying sizes, effectively mitigating the 
scale-variation challenge in remote sensing. 

SpikeTCA, a membrane-potential-level attention mechanism 
inspired by efficient multi-scale attention principles [13]. Unlike 
conventional spatial self-attention that relies on expensive matrix 
multiplications over spatial dimensions, SpikeTCA extracts com-
plementary descriptors through three parallel branches, direc-
tion-aware pooling, multi-scale depthwise convolution, and tem-
poral convolution, and fuses them via cross-temporal self-atten-
tion and a lightweight channel MLP. It generates adaptive channel 
weights that suppress background noise and highlight salient ob-
jects, while operating entirely on membrane potentials to preserve 
sub-threshold information. A bounded scaling mechanism ensures 
stable training by maintaining approximate identity mapping at 
initialization. 

By integrating these two complementary modules into the 
deep feature pathway of SpikeYOLO, our method significantly en-
hances detection accuracy while maintaining the low-energy ad-
vantage of SNNs. 
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2. SpikeYOLO-C2TCA 

The overall architecture of the proposed SpikeYOLO-C2TCA is 
built upon the SpikeYOLO framework and incorporates two spik-
ing-compatible modules, SpikeC2fCIB and SpikeTCA, cascaded in 
the deep feature path of the detection head to form an efficient 
spiking feature enhancement unit. 

Before detailing these modules, we first define the fundamen-
tal components and notations used throughout this section. Our 
input denotes a five-dimensional spiking data tensor, where T is 
the number of time steps, B is the batch size, and C, H, and W rep-
resent the channel, height, and width, respectively. SpikeConv op-
eration is defined as a sequence of standard convolution, batch 
normalization, and Leaky Integrate-and-Fire (LIF) activation, en-
suring that intermediate features remain in spike form. 

 

Figure 1. Schematic diagram of SpikeYOLO-C2TCA structure. 

As illustrated in Figure 1, the proposed architecture inte-
grates SpikeC2fCIB modules into all three scale levels of the detec-
tion head, P3 (80×80), P4 (40×40), and P5 (20×20), to enrich 
multi-scale feature representations throughout the feature pyra-
mid. Specifically, SpikeC2fCIB is inserted after each upsampling 
stage and at the output layers of the head: following the P4 upsam-
pling path, the P3 upsampling path, and at the final output 
branches for P3, P4, and P5. This multi-path design strengthens 
the detector's response to objects of varying sizes across all scales. 
Then, the SpikeTCA module is applied independently to each of the 
three detection branches (P3, P4, and P5), generating channel at-
tention weights through grouping, coordinate pooling, and bidi-
rectional interactions. This effectively suppresses background 
clutter and highlights salient target regions at every scale. The 
combination of these two modules enables SpikeYOLO-C2TCA to 

achieve markedly improved detection precision and recall while 
preserving the energy-efficient spike-driven nature of SNNs. 

2.1. SpikeCIB 

SpikeCIB is the fundamental bottleneck module used to con-
struct SpikeC2fCIB, specifically designed for spiking neural net-
works. As illustrated in Figure 2, its core structure consists of five 
layers, depthwise separable convolutions alternately stacked with 
spiking neurons in a DWConv–PWConv–DWConv–PWConv–
DWConv pattern, where DWConv denotes Depthwise Convolution 
and PWConv denotes Pointwise Convolution, with an intermediate 
channel expansion to 2c′, incorporating residual connections to ef-
ficiently extract local features while maintaining spiking-domain 
characteristics. 

 

Figure 2. Schematic diagram of SpikeCIB structure. 

In terms of implementation, the input first passes through a 
depthwise convolution (3×3, groups=c₁) followed by a spiking 
neuron (SpikeConv) to capture spatial information. Subsequently, 
a 1×1 pointwise convolution expands the channel dimension to 2c′, 
where c′ = c₂·e is the hidden channel width. Another depthwise 
convolution (3×3, groups=2c′) then processes the expanded fea-
tures, followed by a 1×1 pointwise convolution that compresses 
the channels to the target output dimension c₂. Finally, an addi-
tional depthwise convolution (3×3, groups=c₂) performs spatial 
feature aggregation at the output stage. LIF neurons are integrated 
inside each SpikeConv layer to ensure that intermediate features 

remain in spike form. When the number of input channels equals 
the number of output channels and shortcut is set to True, the 
module adds the input to the output via an identity connection, 
forming a residual structure that effectively alleviates gradient 
vanishing and promotes feature reuse. By replacing standard con-
volutions with lightweight depthwise separable designs, this five-
layer bottleneck expands the receptive field and enhances feature 
representation capability with limited parameters, serving as the 
core unit enabling multi-path gradient propagation in SpikeC2fCIB. 

2.2. SpikeC2fCIB 
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SpikeC2fCIB is a spiking adaptation of the C2fCIB structure 
from YOLOv10. It first replaces all standard convolutions with 
their spiking-compatible counterparts (SpikeConv), and then in-
serts spiking neurons at critical locations. In our architecture, 

SpikeC2fCIB modules are deployed at multiple scales within the 
detection head, after upsampling stages and at the output layers 
for P3, P4, and P5, to enrich feature representations across the en-
tire feature pyramid. 

 

Figure 3. Schematic diagram of SpikeC2fCIB structure. 

As illustrated in Figure 3, this module follows a split-process-
merge paradigm, enhancing feature reuse and representation 
while maintaining computational efficiency, and is specifically tai-
lored to the temporal dynamics of spiking neural networks (SNNs). 
The implementation process consists of three main steps: 

First, the input tensor is passed through a 1×1 spiking convo-
lution (SpikeConv), which maps the input channel dimension from 
C to 2c, where c = c₂·e, with c₂ being the target output channel di-
mension and e the expansion factor. After activation by an LIF neu-
ron, it is evenly split along the channel dimension into two 
branches: one branch is preserved directly, while the other se-
quentially passes through multiple SpikeCIB bottleneck modules. 
All branches are concatenated along the channel dimension and 
subsequently compressed to the target channel dimension via a 
1×1 spiking convolution. 

Subsequently, branch B sequentially passes through n 

SpikeCIB modules, each maintaining the same dimensions, pro-
ducing an output sequence B¹, B², . . . , Bⁿ. 

Finally, all branches (A, B, B¹, B², ..., Bⁿ) are concatenated along 
the channel dimension. After Leaky Integrate-and-Fire (LIF) acti-
vation, the concatenated features are compressed to the target 
channel dimension c₂ via a 1×1 spiking convolution, yielding the 
output. 

2.3. SpikeTCA 

Existing channel-attention mechanisms for spiking neural 
networks either ignore temporal correlations or operate on binary 
spikes after thresholding, discarding sub-threshold information in 
membrane potentials. SpikeTCA addresses both limitations by at-
tending directly to the five-dimensional membrane-potential ten-
sor U ∈ ℝT× B× C× H× W and producing a same-shape attended poten-
tial Uatt. 

 
Figure 4. Schematic diagram of SpikeTCA structure. 
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The module first establishes a non-negative feature basis. Be-
cause membrane potentials can be negative, we take the element-
wise absolute value, yielding the non-negative feature basis X = |U|, 
which preserves sub-threshold magnitudes that would be lost by 
thresholding to spikes. Channels are then partitioned into G = 8 
groups and reshaped into Xg ∈ ℝT×(BG)× Cg× H× W with Cg = C/G, 
where BG = B·G (Batch times Group). 

Descriptor extraction. Three complementary descriptors are 
extracted in parallel from Xg. The multi-scale descriptor applies a 
3×3 depthwise convolution followed by global average pooling. 
The temporal descriptor spatially pools Xg to ℝT× BG×Cg, permutes 
time to the last dimension, and applies a depthwise 1-D convolu-
tion with kernel size 3 to capture temporal evolution. The direc-
tion-aware descriptor, which encodes spatial position without an 
explicit 2-D attention map, pools Xg along the horizontal and ver-
tical axes, projects the concatenated statistics through a shared 
1×1 convolution, splits the result into ah and aw, and aggregates 
them as 

𝑑𝑝𝑜𝑠 = (
1

𝐻
𝛴ℎ𝜎(𝑎ℎ)) ⊙ (

1

𝑊
𝛴𝑤𝜎(𝑎𝑤))          (1) 

Fusion and cross-time attention. The three descriptors are 
layer-normalized, summed into V, and refined by lightweight 
cross-time self-attention. Permuting V to Vp ∈ ℝBG× T×Cg, the at-
tended descriptor with residual connection is 

𝑉′ = 𝑉 + 𝑃𝑒𝑟𝑚𝑢𝑡𝑒−1(𝑠𝑜𝑓𝑡𝑚𝑎𝑥(𝑉𝑝𝑉𝑝𝑇/ √𝐶𝑔)𝑉𝑝)    (2) 

where V' denotes the descriptor after cross-time self-attention, 
and the softmax is applied independently per batch-group index. 
Because T ≤ 8 in typical SNN configurations, the T× T matrix prod-
uct adds negligible cost. 

Channel-weight generation and modulation. Using σ(·) for the 
Sigmoid function and LN for Layer Normalization, a bottleneck 
MLP with hidden dimension Ch= max(Cg/r, 4) (r = 16) maps V' to 
raw channel weights. A learnable scalar α (initialized to 0) pro-
vides soft gating, yielding the final modulation weights 

𝑊 = 1 +  𝑡𝑎𝑛ℎ(𝛼) ·  2𝜎 (𝐿𝑖𝑛𝑒𝑎𝑟↑ (𝑅𝑒𝐿𝑈 (𝐿𝑁 (𝐿𝑖𝑛𝑒𝑎𝑟↓(𝑉′)))))    (3) 

where Linear↓ and Linear↑ denote down-projection and up-pro-
jection linear layers, respectively, with Linear↓: ℝCg→ ℝChand Lin-
ear↑: ℝCh → ℝCg. At initialization α = 0, so W ≡ 1 and the module 
acts as an identity mapping. The modulated membrane potential 
is: 

𝑈𝑎𝑡𝑡 = 𝑈 ⊙ 𝑊                    (4) 

Because Uatt retains the membrane-potential format, it can be 
fed directly to the next spiking layer for thresholding and gradient 
propagation. 

3. Experiments and Results Analysis 

3.1. Datasets 

In this paper, a series of comparative and ablation experi-
ments were conducted based on the open-source remote sensing 
image object detection dataset RSOD [14,15]. The RSOD dataset, 
released by Wuhan University in 2015, is a specialized dataset for 
remote sensing object detection. It includes: 4,993 aircraft in-
stances across 446 images. 191 playground instances across 189 
images. 180 overpass instances across 176 images. 1,586 oil tank 
instances across 165 images. 

3.2. Experimental Setup and Evaluation Metrics 

All experiments in this study were conducted under a unified 
software and hardware environment to ensure the reliability of 
the results and the accuracy of the data. The detailed configuration 

parameters of the experimental environment are presented in Ta-
ble 1. The number of training epochs was set to 300. For any pa-
rameters not explicitly mentioned in this paper, the default values 
from SpikeYOLO were adopted. 

Table 1. Experiment configuration table. 

Environment Parameter 

Operating 

System 
ubuntu22. 04 

Learning 

Rate 
0. 01 

GPU 
RTX 4090(24GB) 

* 1 
Iterations 300 

Memory 120G Batch size 40 

Python 
Python  3. 

10(ubuntu22. 04) 
Workers 8 

Framework PyTorch  2. 1. 0 
Image Input 

Size 

640×6

40 

Environ-

ment 
CUDA  12. 1 optimizer auto 

To comprehensively evaluate the performance of the pro-
posed model, we adopted Precision, Recall, Average Precision (AP), 
and mean Average Precision (mAP) as the primary evaluation met-
rics. The calculation methods for each indicator are shown in Table 
2. 

Table 2. Evaluation indicators. 

Symbol Evaluation indicators 

AP Average precision 

P Precision 

R Recall 

IoU Intersection over Union 

mAP50 mean Average Precision (IoU=0. 5) 

mAP 50-95 mean Average precision (IoU=0. 5-0. 95) 

We evaluated the proposed method on the remote sensing da-
taset RSOD. For each model, we report the mean average precision 
at IoU=0. 5 (mAP@50), the average mAP over IoUs from 0. 5 to 0. 
95 (mAP@50:95), and the energy consumption. Specifically, the 
power consumption formulas for ANN and SNN are as follows: 

EANN=O2×Cin×Cout×K2×EMAC     (5) 

ESNN=(T×D)×fr×O2×Cin×Cout×K2×EAC   (6) 

where O is the feature output size, Cin and Cout denote the num-
ber of input channel and output channel, k is the kernel size, fr de-
notes the average spike firing rate, T is the timestep, D is the upper 
limit of integer activation during training. We follow the most com-
monly used energy consumption evaluation method in the SNN 
field [16]. All operations assume a 32-bit floating-point implemen-
tation on 45nm technology, where EMAC = 4.6 pJ and EAC = 0.9 pJ 
[17]. 

3.3. Comparative Experiments 

We compared SpikeYOLO-C2TCA against YOLOv5n (nano), 
YOLOv8n (nano), YOLOv8m (medium), and the original 
SpikeYOLO on the RSOD dataset. Results are summarized in Table 
3. 
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Table 3. Comparison results of RSOD remote sensing datasets. 

Model 

P 

(%) 

R 

(%) 

mAP50 

(%) 

mAP50-95 

(%) 

Parameters 

(M) 

GFLOPs 

Power 

(mj) 

YOLOv5n 95.4 83.2 91.5 64.4 2.50M 7.1 16.33 

YOLOv8n 97.5 89.4 95.4 64.6 3.01M 8.1 18.63 

YOLOv8m 96.5 87.5 93.8 67.9 25.84M 78.7 181.01 

SpikeYOLO 89.6 84.6 90.1 62.5 13.25M 78.1 13.21 

Ours 96.9 92.3 96.7 63.7 9.82M 51.6 8.65 

 
Table 4 reports energy consumption across time-step config-

urations. The 4×4 setting gives the best accuracy-energy trade-off 
at 96.7% mAP50 and 8.65 mJ. The 4×8 setting reaches 66.2% 
mean Average Precision at IoU=0.5:0.95 (mAP50-95) at 11.9 mJ. 
Our method exceeds SpikeYOLO in accuracy and energy at every 
configuration: at 4×8 it leads by 2.3 percentage points in mAP50 
while using 26.4% less energy, and at 4×4 the margin widens to 
6.6 percentage points with energy cut by 34.5%. The reduction 
comes from SpikeC2fCIB's depthwise separable convolutions, 
which lower active synaptic operations. Even at the extreme 1×1 

setting, our model retains 72.5% mAP50 while consuming 5.2 mJ, 
33.8% less energy than the baseline at the same configuration. 
EMS-YOLO, an ANN-to-SNN converted detector, consumes 85.6 mJ 
at T=5, nearly ten times our 4×4 setting, while reaching only 78.71% 
mAP50. Even at T=1 it uses 6.4 mJ with accuracy at 69.06% mAP50. 
The steep energy scaling reflects a limitation of conversion-based 
methods: they inherit dense ANN architectures that cannot exploit 
temporal sparsity. Natively trained spike-driven detectors avoid 
this penalty. 

Table 4. Power consumption comparison across time-step configurations. 

Model T×D 

mAP50 

(%) 

mAP50-95 

(%) 

Power 

(mJ) 

Ours 

4×8 95.5 66.2 11.9 

4×4 96.7 63.7 8.65 

2×2 87.2 59.9 7.1 

1×1 72.5 45.3 5.2 

SpikeYOLO 

 

4×8 93.2 65.5 16.16 

4×4 90.1 62.5 13.21 

2×2 90 60.8 10.76 

1×1 76.3 49.3 7.86 

EMS-YOLO 

5 78.71 40.96 85.6 

4 77.83 39.04 77.1 

2 73.84 37.78 28.6 

1 69.06 32.1 6.4 

 

3.4. Model Comparison Experiments 

We compared SpikeYOLO and our method category by cate-
gory on RSOD. Table 5 lists the results for aircraft, oil tank, over-
pass, and playground. All experiments used identical training and 

inference conditions. 
We also tested generalization on DIOR, a large-scale bench-

mark with 20 categories, 23,463 images, and 192,472 object in-
stances. Training ran for 300 epochs under the same hyperparam-
eters. Results are in Table 6. 

Table 5. Comparison results of all categories in the RSOD dataset. 

 SpikeYOLO Ours 

 

P 

(%) 

R 

(%) 

mAP50 

(%) 

mAP50-95 

(%) 

P 

(%) 

R 

(%) 

mAP50 

(%) 

mAP50-95 

(%) 
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all 89.6 84.6 90.1 62.5 96.9 92.3 96.7 63.7 

aircraft 89.1 92.7 94.9 63.6 92.1 92.7 96.2 63.9 

oil tank 98.1 92.9 96.2 77.2 97.9 94.2 97.4 77.0 

overpass 82.3 52.6 69.7 27.1 100.0 87.4 95.1 32.1 

playground 88.8 100.0 99.5 81.9 97.6 94.7 98.3 81.6 

Table 6. Comparison results on the DIOR dataset. 

 SpikeYOLO Ours 

all 86 63.3 87.2 64.7 

airplane 96.1 72.5 96.5 73.7 

airport 93.6 71.5 95.6 74.4 

baseball field 94.5 81.5 95.4 82.8 

basketball court 89.3 79.3 90 80.4 

bridge 61.8 38.4 64.1 39.4 

chimney 91.2 79.4 92.1 81.3 

dam 84.7 52.1 87.1 54.1 

Expressway-Service-

area 

95.8 74.1 97.3 76.5 

Expressway-toll-sta-

tion 

85.1 66.1 86 67.8 

golf field 89 71.6 88.9 71.7 

ground track field 89.9 73.1 90.7 74.5 

harbor 71.3 51.7 73 52.4 

overpass 70.3 47.8 71.6 47.8 

ship 93 57 93.3 57.6 

stadium 96.4 80 96.4 82.6 

storage tank 87.8 56.4 88.4 56.9 

tennis court 95.7 83.8 95.8 84.5 

train station 76.5 43.4 81.8 46.8 

vehicle 65.9 37.5 67.3 38.7 

windmill 91.6 49.6 92.6 50.6 

 

On the DIOR dataset, our method attains an mAP50 of 87.2% 
and an mAP50-95 of 64.7%, representing improvements of 1.2 
and 1.4 percentage points over the SpikeYOLO baseline (86.0% / 
63.3%). These gains are smaller than those observed on RSOD, 
which is unsurprising given DIOR's wider variations in object scale, 
orientation, and background complexity [18]. The consistent im-
provement across both datasets indicates that the proposed mod-
ules generalize effectively to larger and more challenging remote 
sensing scenes. Category-level analysis reveals that the largest 
gains occur in structurally complex or clutter-prone classes. 
trainstation improves by 5.3 percentage points in mAP50, high-
lighting SpikeTCA's ability to suppress cluttered backgrounds 
around dense urban structures. Dam and bridge rise by 2.4 and 2.3 

percentage points respectively, consistent with the multi-scale fea-
ture fusion provided by SpikeC2fCIB. Airport also gains 2.0 per-
centage points, reflecting improved handling of large-scale infra-
structure with heterogeneous textures. golffield shows a minor 
decrease of 0.1%, attributable to its small sample size and high in-
tra-class similarity, which limits the benefit of attention modula-
tion. Stadium remains unchanged at 96.4% mAP50, suggesting 
this class was already near saturation for both models. Overall, 18 
of the 20 categories achieve improved or equal mAP50. 

3.5. Ablation Experiment and Random Seed Experiment 
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We conducted ablation experiments on the RSOD dataset us-
ing SpikeYOLO as the baseline to isolate the contribution of each 
proposed module. Components were added gradually; results are 
in Table 7. 

Table 7 shows that the two modules are complementary. Add-
ing SpikeTCA alone raises mAP50 from 90.1% to 95.6% and mean 
Average Precision at IoU=0.5:0.95 (mAP50-95) from 62.5% to 

64.5%, with only a slight increase in parameters. Adding 
SpikeC2fCIB alone cuts parameters by 25.9% and GFLOPs by 
34.1%, while still lifting mAP50 to 93.7%. Combining both mod-
ules yields the best result: 96.7% mAP50 at 63.7% mean Average 
Precision at IoU=0.5:0.95 (mAP50-95), with parameters and 
GFLOPs close to the SpikeC2fCIB-only level. SpikeTCA improves 
detection accuracy, and SpikeC2fCIB reduces cost. 

Table 7. Ablation experiment results of RSOD dataset. 

SpikeYOLO SpikeTCA SpikeC2fCIB 

P 

(%) 

R 

(%) 

mAP50 

(%) 

mAP50-95 

(%) 

√   89.6 84.6 90.1 62.5 

√ √  96.0 91.1 95.6 64.5 

√  √ 94.7 91.3 93.7 63.5 

√ √ √ 96.9 92.3 96.7 63.7 

Table 8. Random seed robustness experiment on RSOD dataset. 

Model Metric 

Seed 

mean ± std 

0 43 101 256 456 789 2026 2111 2037 

SpikeYOLO mAP50 90.1 94.8 94.7 91.6 95 92.3 94.5 93.2 94.7 93.43±1.75 

Ours mAP50 96.7 93.8 94.2 96.2 96.6 95.2 94.2 95.2 95.9 95.33±1.09 

 

To assess statistical robustness, we trained both models with 
nine independent random seeds on the RSOD dataset. Results are 
summarized in Table 8. SpikeYOLO achieves 93.43 ± 1.75% 
mAP50, whereas SpikeYOLO-C2TCA attains 95.33 ± 1.09% mAP50. 
The mean improvement is 1.9 percentage points, and our method 
shows notably lower variance, indicating superior training stabil-
ity. While the gap reported in the main comparison (6.6 pp at seed 
0) reflects a specific initialization, the consistent mean advantage 
across seeds confirms the reliability of the proposed modules. 

3.6. Visual Analysis 

As shown in Figure 5, we tested the SpikeYOLO algorithm and 
the proposed SpikeYOLO-C2TCA algorithm. In the aircraft image 
detection shown in Figure 5(a), SpikeYOLO produced an obvious 
false positive on the left side. In Figure 5(b), which depicts an im-
age with a complex background, SpikeYOLO failed to detect the 
overpass. In Figure 5(c), where the oil tanks have a similar color to 
the background, SpikeYOLO was unable to detect the oil tanks in 
the bottom row. 
 

 

  

a) Aircraft detection result comparison 
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b) Overpass detection result comparison 

  

c) Oiltank test results comparison 

SpikeYOLO SpikeYOLO-C2TCA 

Figure 5. Comparison of detection methods between SpikeYOLO and SpikeYOLO-C2TCA. 

4. Conclusion 

We presented SpikeYOLO-C2TCA, a spiking neural network 
for remote sensing object detection that improves accuracy while 
reducing computational cost [19]. The model introduces two mod-
ules: SpikeC2fCIB, which compresses parameters and operations 
by replacing standard convolutions with depthwise separable 
spiking convolutions in a C2f (Cross-stage Partial with 2 convolu-
tions) bottleneck; and SpikeTCA, a temporal-channel attention 
mechanism that operates on membrane potentials to capture spa-
tial, multi-scale, and temporal cues. 

On the RSOD dataset, SpikeYOLO-C2TCA achieves 96.7% 
mAP50 and 63.7% mean Average Precision at IoU=0.5:0.95 
(mAP50-95), surpassing the SpikeYOLO baseline by 6.6 and 1.2 
percentage points respectively, with 25.9% fewer parameters and 
33.9% lower computational cost. Energy consumption per infer-
ence is 8.65 mJ, 34.5% lower than the baseline. Ablations confirm 
that the two modules play complementary roles: SpikeTCA pri-
marily improves localization accuracy, while SpikeC2fCIB drives 
efficiency gains. 

These improvements come with a boundary. The current ar-
chitecture fixes the time step and channel group count, which may 
not be optimal for all scene types. Future work will explore adap-
tive time-step mechanisms and hardware-aware quantization for 

deployment on neuromorphic chips. 
Future work will proceed along two lines: first, exploring 

adaptive time-step mechanisms to find a more flexible balance be-
tween accuracy and latency. Second, investigating hard-
ware-aware quantization and pruning strategies for deployment 
on neuromorphic chips. 
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    d  p o s =  (  1  H   𝛴 h 𝜎  (   a h ) ) ⊙  (  1  W   𝛴  w 𝜎  (   a  w ) )


    V ′ = V +   P e r m u t e  − 1  ( s o f t m a x  (   V  p   V  p T /    C  g )   V  p )


  W = 1   +   t a n h  ( 𝛼 ) ·   2 𝜎  (   L i n e a r ↑  ( R e L U  ( L N  (   L i n e a r ↓  (   V ′ ) ) ) ) )


    U  a t t = U ⊙ W


   E  ANN =  O 2 ×  C  in ×  C  out ×  K 2 ×  E  MAC


   E  SNN =    ( T×D ) ×  f r ×O 2 ×  C  in ×  C  out ×  K 2 ×  E  AC

